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  ISO 17025

CALIPER

5 micron resolution

Item No Range Resolution Accuracy* Jaw lenth Proof Guides lubrication Data output
mm mm mm mm

141085112 0-150 0,005 ±0,020 40 IP-67 - RS-232
141086112 0-150 0,005 ±0,020 40 IP-67 + RS-232
141085212 0-200 0,005 ±0,020 50 IP-67 - RS-232
141086212 0-200 0,005 ±0,020 50 IP-67 + RS-232
141085313 0-300 0,005 ±0,030 60  IP-67 - RS-232
141086313 0-300 0,005 ±0,030 60  IP-67 + RS-232

• Acuracy higher then DIN 862 requirements
• Modification with self lubrication patented technologyy (Pat. UA121314 by MICROTECH)
• IP-67 Proof 
• Resolution 5 μm
• Thikness of frame 3.5mm
• Automatic wake up by moving electronic
• Sleeping mode after 20 min non use
• With depth rod
• 100% metrological control in accreditated laboratory by ISO17025 (Ilac MRA) DESCRIPTION

SERIEPRECISION

MICROTECH
METROLOGICAL CONTROL

Thikness of frame 3.5 mm

Modifications with lubrication of guides for easy sliding

lubrication

lubrication

*Accuracy of internal and depth measurings according DIN862

TECHNICAL SPECIFICATIONS

PRECISION WATERPROOF IP-67  CALIPER

IP67 proof

info@controlymedicion.com.mx               www.controlymedicion.com.mx
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MICROTECH
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FORCE CALIPER
HI-PRECISION FORCE  CALIPER IP-67

• Patented Force control module (Patent UA100613 by MICROTECH)
• Accuracy ± 10 μm on external jaws (higher then DIN 862 requirements)
• Modification with self lubrication patented technology (Pat. UA121314 by MICROTECH)
• Resolution 5 μm
• CR2032 (3V) battery
• Waterproof IP-67
• Thikness of frame 3.5mm 
• Automatic wake up by moving electronic
• Sleeping mode after 10 min non use
• With depth rod
• 100% metrological control in accreditated laboratory by ISO17025 (Ilac MRA)

DESCRIPTION

Measuring force indication

5 Micron resolution

Item No Range Resolution Accuracy* Jaw lenth Proof Optimal measuring 
force

Guides 
lubrication Data output

mm mm mm mm N
141088172 0-150 0,005 ±0,010 40 IP-67 8 - RS-232
141089172 0-150 0,005 ±0,010 40 IP-67 8 + RS-232
141088272 0-200 0,005 ±0,010 50 IP-67 8 - RS-232
141089272 0-200 0,005 ±0,010 50 IP-67 8 + RS-232
141088372 0-300 0,005 ±0,015 60 IP-67 8 - RS-232
141089372 0-300 0,005 ±0,015 60 IP-67 8 + RS-232

Thikness of frame 3.5 mm

8NOPTIMAL FORCE
8 15N8NMICROTECH

SERIE

DEVELOPING PATENTED BY

PRECISION

PATENTEDINELLECTUAL

PROPERTY

MICROTECH
METROLOGICAL CONTROL

Modifications with lubrication of guides for easy sliding

lubrication

lubrication

*Accuracy of internal and depth measurings according DIN862

Showroom Querétaro:
Bussines Park Sendero Advance

Prolongación Boulevard Bernardo Quintana #2481,
Nave 27,Col. Felipe Carrillo Puerto, Querétaro, Qro.

C.P. 76138
Teléfonos: (442) 340-0250, 340-0251


