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AW MICROTECH INTELLIGENT MICROMETER
1.MODIFICATIONS

Math error

IltemNo Range Resolution Accuracy Proof . Indication  Data output
compensation
mm mm mm
110180257~ 0-25 0,0001 +0,0015  IP-65 + USB
110180258  0-25 0,0001 +0,0015  IP-65 + Wireless & USB
110180507 ~ 25-50 0,0001 +0,0015  IP-65 + Colour USB
110180508 ~ 25-50 0,0001 +0,0015  IP-65 + Wireless & USB
110180757~ 50-75 0,0001 +0,0020 IP-65 + TouchsEreen USB
110180758~ 50-75 0,0001 +0,0020  IP-65 + 15 Wireless & USB
110181007  75-100  0,0001 +0,0020 IP-65 + USB
110181008  75-100  0,0001 £0,0020  IP-65 + Wireless & USB

2.BUTTON FUNCTIONS

RESET button
(push once with a niddle)

SWITCH ON button.

Push b sec for switch on micrometer

Push 1 sec to come to sleeping mode (or 30 sec non use)
Push 1 sec to come from sleeping mode (or rotate spindle)
Push b sec for switch off micrometer (or 15 min non use)

3.WIRELESS (BLUETOOTH) CONNECTION

3.1 ALl MICROTECH Intelligent instruments has internal memory.

You can collect data to memory and when it will be neccesery transfer all
data to the peripheral device with no data loosing.

So distance of data transfer can be ulimited!!!

Also it's possible transfer data, like in Wireless instruments up to 10 m.
3.2 MICROTECH Wireless instruments has 2 modes of data transfer:
STANDART MODE ( non stop data transfer 4data/sec)

ECONOMY MODE (GATT) (data transfer only by Wireless button push).
3.3 Aviable FREE and PRO version MICROTECH SPC Software for
Windows, Android, i0S systems.
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INTELLIGENT MICROMETER
4.0PERATION INSTRUCTIONS

4.1 Clean the oil from the measuring surfaces of micrometer by cloth.
4.2 Turn on micrometer by pressing SWITCH ON button.

4.3 Check the setting display to zero. Contact with each other (or with
setting gauge) measuring surfaces of the anvil and the spindle, using the
ratchet and take a measurement.

Rotation the micrometer screw in the direction of convergence measuring
surfaces using the ratchet.

4.4 For zero setting, press the ZERO button on Touchscreen.

5. FUNCTIONS

MICROTECH W4

> cozzrremm SELECTING SETTINGS RESOLUTION UP T0
B ZERD SETTING 0 . - DEVICE SETTING 0.1 micion
IT mm/inch - EXTRA (math. correction)
- SYSTEM
D e < B oot

INTERNAL MEMORY RECHARGEABLE BATTERY J§BLUETOOTH DATA TRANSFER

Bluetooth - SWITCH ON/OFF BLUETOOTH
2. -10.1234 - SAVING VALUES SHTCH ON CHARGIG DEXCE FOR [|Enablea DATA TRANSFER
| - INTERNAL LI-POL BATTERY CHARGING
3. -10.1234 - TRANSFER VALUES FROM RECCOMENDED T0 STARTING [|ndvertise - SELECTING BLUETOOTH
4. -10.0833 MEMORY WIRELESS TO PC 4 CHARGING WHEN DEVICE SWITCH OFF [XNornal TRANSFER MODE
5. ;::;z““ 0 OR TABLET __ T - SELECT TRANSFER ON
TIMER

GO/NOGO FUNCTIONS MIN/MAX FUNCTIONS DISPLAY ORIENTATION

SLETISIGCEE SETTING TOLERANCES

WEETAECICIIES |NDICATING MIN or MAX

SELECTING DISPLAY

X|Hax [XIMax

[oi-avea || SN0 WARNING LIMITS in value ORIENTATION ANGLE
::n 9000 L Cins

Red -NoGo [ |pisabled

TIMER MODE FORMULA MODE ENERGY MODE

DiEnasien ACTIVATING SAVING SETTING ARGUMENTS
- VALUE TO MEMORY ON EXAMPLES:
TR Sy i,
- square value A=l

. INCREASING DEVICE ACCURACY - Compensation for temperature - USB DATA TRANSFER MODE
- compensate current value to 2 fm expansion materials: Lpisapled | ppr iransfer to MDS
.
] correct value (use gauge block) P— Glass, Steel, Aluminium, Cooper Software
E - - more points improve accuracy - Manual or Automatic mode [Juart - Keyboard mode - transfer to
- error compensation also will be — - Builtin Sensor [Xlkeyboara ;
lII - between corrected values L :20-00 ¢ | any Windos safre
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AW/ MICROTECH INTELLIGENT MICROMETER
4.INSTRUMENT FIGURE

Resolution 0,1 micron

Wi micROTECH®
0-25mm 0.001mm Colour Touchscreen
Made in Ukraine
WIRELESS & USB
DATA OUTPUT

SPC- Software
MicrotechDataPro
SPC- Software
ﬂ cN>=01D MicrotechDataPro

ﬂ |OS -l Windows

QO ¢«

Savingdata Transferdatato  Transfer data to

Saving data Export data
toxls. csv E):Eogtoﬂta toxls.csv  CAD, SPC or other Excel or any other ts Cloud
formats formats  Windows Software  table editors

Change without prior notice Edition: M1019_0818
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