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MICROTECH MENU CONFIGURATION

MAIN SCREEN
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MICROTECHINSTRUMENT FUNCTIONS

INTERNAL MEMORY
- SAVING VALUES
- TRANSFER VALUES FROM 
MEMORY WIRELESS TO PC 
OR TABLET

COLOR TOUCHSCREEN
            ZERO SETTING

            mm/inch

            BATTERY LEVEL

SETTING MENU
SELECTING SETTINGS
- DEVICE SETTING
- EXTRA (math. correction)
- SYSTEM
- ABOUT

RECHARGEABLE BATTERY
SWITCH ON CHARGING DEVICE FOR 
INTERNAL LI-POL BATTERY CHARGING
RECCOMENDED TO STARTING 
CHARGING WHEN DEVICE SWITCH OFF

GO/NOGO FUNCTIONS
SETTING TOLERANCES
and WARNING LIMITS
Green - Go
Red -NoGo

MIN/MAX FUNCTIONS
INDICATING MIN or MAX 
value

TIMER MODE
ACTIVATING SAVING 
VALUE TO MEMORY ON 
TIMER

FORMULA MODE
SETTING ARGUMENTS
                   EXAMPLES:
- for value magnification x2 -  B=2
- set base of value 100mm      C=100
- square value                          A=1

ERROR COMPENSATION
INCREASING DEVICE ACCURACY
- compensate current value to 
correct value (use gauge block)
- more points improve accuracy
- error compensation also will be  
between corrected values

TEMPERATURE COMPENSATION
- Compensation for temperature 
expansion materials:              
Glass, Steel, Aluminium, Cooper
- Manual or Automatic mode
- Built in temperature sensor
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MICROTECH

MICROTECH

DISPLAY ORIENTATION
SELECTING DISPLAY 
ORIENTATION ANGLE

BLUETOOTH DATA TRANSFER ENERGY MODE
SELECTING SETTINGS
- DEVICE SETTING
- EXTRA (math. correction)
- SYSTEM
- ABOUT

USB DATA TRANSFER
USB DATA TRANSFER MODE
- UART - transfer to MDS 
Software
- Keyboard mode - transfer to 
any Windows software

MEASURING MODE SCREEN

SAVING data to memory by actual value push

ZERO and IN/MM selection with screen push

BATTERY & MODES status indicaton

MAIN MENU
INTERNAL MEMORY (list of values)
BACK to the upper menu

INSTRUMENT FUNCTIONS

Edition: LF-M-012A5     2018/08Changes without prior notice

- SWITCH ON/OFF BLUETOOTH 
DATA TRANSFER
- SELECTING BLUETOOTH 
TRANSFER MODE
- SELECT TRANSFER ON 
TIMER

MICROTECH BATTERY LIFE INFO & ENERGY SAVING
SWITCH ON DEVICE  - 5 sec button push
SWITCH OFF DEVICE  - auto switch off duing non using 15 min or 5 sec button push
SLEEPING MODE - display swith off non using during 30 sec. or 1 sec button push
COME FROM SLEEPING MODE  - start measuring or 1 sec button push
PLANNED TIME OF WORKING IN NORMAL MODE - 2 WORKING DAYS (8X2 HOURS)
NON STOP WORKING (without sleping mode)- 4+ hours
INTERNAL REACHARGEABLE  LI-POL BATTERY CAPACITY - 420 mAh


